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1
LIQUID-TIGHT CONNECTOR

CROSS-REFERENCE TO RELATED
APPLICATION

The present application claims the benefit of U.S. Provi-
sional Patent Application No. 61/865,832, having a filing date
of Aug. 14,2013, which is incorporated by reference herein in
its entirety.

FIELD OF THE INVENTION

The present invention relates to a connector and, more
particularly, to a liquid-tight connector for cables, wires, tub-
ing, rods and other elongated objects.

BACKGROUND OF THE INVENTION

Liquid-tight connectors may be affixed in a liquid-tight
manner in apertures of workpieces, such that cables, wires,
tubing or rods may pass axially through such connectors and
be locked in a liquid-tight engagement therein. Such connec-
tors may also provide strain relief protection for the cables,
wires, tubing or rods when such elements are engaged within
the connectors.

SUMMARY OF THE INVENTION

In an embodiment of the present invention, a liquid-tight
connector includes a threaded body, a finger/gland assembly
positioned within the interior of the body and engaged there-
with, and a compression nut arranged such that the compres-
sion nut threadedly engages and ratchets on the body. The
body, finger/gland assembly, and compression nut are
arranged such that tightening the compression nut on the
threaded body causes the compression nut to engage the
fingers of the finger/gland assembly and bias them toward
each other. Such biasing causes the fingers to collapse inward,
compressing the sealing gland such that it engagingly forms a
liquid-tight seal around the entire circumference of a cable, or
other elongated workpiece, within the body of the connector.
In an embodiment, the finger/gland assembly include a plu-
rality of fingers attached to a sealing gland in an annular,
collet-type fashion. In an embodiment, the sealing gland and
the plurality of fingers are integral with one another. In an
embodiment, the sealing gland and the plurality of fingers are
co-molded with one another.

BRIEF DESCRIPTION OF THE DRAWINGS

For a more complete understanding of the present inven-
tion, reference is made to the following detailed description
of'an exemplary embodiment considered in conjunction with
the accompanying drawings, in which:

FIG.11s aschematic exploded perspective view of a liquid-
tight connector in accordance with an embodiment of the
invention;

FIG. 2 is a schematic elevational cross-sectional view of
the liquid-tight connector shown in FIG. 1;

FIG. 3 is a schematic top-down perspective view of a body
employed in the liquid-tight connector shown in FIG. 1;

FIG. 41is a schematic elevational view of the body shown in
FIG. 3, with hidden features indicated by dashed lines;

FIG. 5 is a schematic top-down view of the body shown in
FIG. 3,

FIG. 6 is a schematic elevational cross-sectional view of
the body shown in FIG. 3;
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FIG. 7 is a schematic top-down perspective view of a
finger/gland assembly employed in the liquid-tight connector
shown in FIG. 1;

FIG. 8 is a schematic elevational view of the finger/gland
assembly shown in FIG. 7;

FIG. 9 is a schematic top-down view of the finger/gland
assembly shown in FIG. 7;

FIG. 10 is a schematic elevational cross-sectional view of
the finger/gland assembly shown in FIG. 7;

FIG. 11 is a schematic top-down perspective view of a
compression nut employed in the liquid-tight connector
shown in FIG. 1;

FIG. 12 is a schematic elevational view of the compression
nut shown in FIG. 11, with hidden features indicated by
dashed lines;

FIG. 13 is a schematic top-down view of the compression
nut shown in FIG. 11;

FIG. 14 is a schematic cross-sectional elevational view of
the compression nut shown in FIG. 11;

FIG. 15 is a schematic cross-sectional view of the liquid-
tight connector shown in FIG. 2, but shown in an installed
position and in a liquid-tight engagement with a cable;

FIG. 16 is a schematic top-down view of a gasket employed
in a second liquid-tight connector according to a second
embodiment of the present invention;

FIG. 17 is a schematic elevational view of the gasket shown
in FIG. 16;

FIG. 18 is a schematic elevational view of the gasket shown
in FIG. 16;

FIG. 19 is a schematic exploded perspective view of the
second liquid-tight connector in accordance with a second
embodiment of the invention; and

FIG. 20 is a schematic vertical cross-sectional view of the
second liquid-tight connector shown in FIG. 18.

DETAILED DESCRIPTION OF THE INVENTION

Referring to FIG. 1, according to an embodiment of the
present invention, a liquid-tight connector 10 includes a gen-
erally cylindrical body 12, a finger/gland assembly 14, a
compression nut 16, and a sealing element 18. In the present
embodiment of the invention, the sealing element 18 is an
O-ring 18. In an embodiment, the body 12 and the compres-
sion nut 16 are made from metal, such as stainless steel, while
the finger/gland assembly 14 is a collet-type component made
from a thermoplastic polymer, thermoset polymer, and/or
thermoplastic elastomer. In an embodiment, the body 12 and
compression nut 16 are made from a thermoplastic or ther-
moset material, which may be filled or non-filled.

Referring to FIGS. 2-6, the body 12 includes a first end 20,
a second end 22 opposite the first end 20, a first threaded
portion 24 having a plurality of external threads 26, and a
second threaded portion 28 opposite the first threaded portion
24 and having a plurality of external threads 30. An annular
pocket 32 is formed within the first threaded portion 24 at the
first end 20. As will be discussed below, the pocket 32 is
adapted to receive the finger/gland assembly 14. A centrally
located passage 34 extends from the first end 20 to the second
end 22 of the body 12. In an embodiment, the passage 34 is
sized and shaped to receive a cable, wire, tube, or other
suitable elongated member. The first and second threaded
portions 24, 28 are separated from one another by an out-
wardly-extending external shoulder 36. The shoulder 36
includes a first side 38 and a second side 40 opposite the first
side 38. In an embodiment, the second side 40 of the shoulder
36 includes a circumferentially extending groove 42 that is
adapted to receive the O-ring 18. In another embodiment, the
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second side 40 does not include the groove 42. In an embodi-
ment, the shoulder 36 is hexagonal in shape and adapted to
receive an installation tool, such as a wrench. In other
embodiments, the shoulder 36 consists of other suitable
shapes and sizes.

Referring to FIGS. 2 and 7-10, the finger/gland assembly
14 includes a sealing gland 46 and a plurality of fingers 48
attached to the sealing gland 46 in an annular, collet-type
fashion, which will be described in greater detail below. In an
embodiment, the plurality of fingers 48 are inserted into the
gland 46. In an embodiment, the plurality of fingers 48 are
securely held by the gland 46. In an embodiment, the sealing
gland 46 and the plurality of fingers 48 are integral with one
another. In an embodiment, the sealing gland 46 and the
plurality of fingers 48 are co-molded with one another. In an
embodiment, the fingers 48 include a thermoplastic material.
In an embodiment, the sealing gland 46 includes an elastomer
or a thermoplastic elastomer. The sealing gland 46 includes a
first end 50, a second end 52 opposite the first end 50, a bevel
54 formed at the first end 50, and a base portion 56 formed at
the second end 52. An opening 55 extends from the first end
50 to the second end 52. The sealing gland 46 includes an
outer circumferential wall 58 and an annular flange 60 (also
referred to herein as a collar 60) that surrounds the outer
circumferential wall 58 and extends from the base portion 56
toward the first end 50 of the gland 46. Each of the fingers 48
is an elongated element including a first end 62 having a
triangular-shape surface 64, a second end 66 opposite the first
end 62 and having a lower notched portion 68 that is adapted
to engage the collar 60 and the base portion 56, and an inner
wall 70 facing the sealing gland 46. Each of the fingers 48
includes an upper notched portion 72 formed proximate to the
first end 62 thereof and within the inner wall 70. As indicated
above, the finger/gland assembly 14 may be co-molded, such
that that the second ends 66 of the fingers 48 engage the outer
circumferential wall 58, the collar 60, and the base 56 of the
finger/gland assembly 14 such that the second ends 66 of the
fingers 48 are restrained thereby, and the outer circumferen-
tial wall 58 of the sealing gland 46 is juxtaposed with and
engages the inner walls 70 of the fingers 48. The first ends 62
of the fingers 48 extend over the first end 50 of the sealing
gland 46, such that the upper notched portions 72 of the
fingers 48 engage the bevel 54 and cradle the gland 46.

Referring to FIGS. 2 and 11-14, the compression nut 16
includes a first end 74, a second end 76 opposite the first end
74, anutbody 78 and a dome 80 extending from the nut body
78 to the second end 76. The compression nut 18 includes an
opening 82 extending from the first end 74 to the second end
76 and defining an interior portion 84. Extending within the
interior portion 84 from the dome 80 is a conically-shaped
internal surface 86. Also within the interior portion 84, the nut
body 78 includes internal threads 88. The internal threads 88
are adapted to engage threadedly the external threads 26 of
the first threaded portion 24 of the body 12. In an embodi-
ment, the compression nut 16 is hexagonal in shape. In other
embodiments, the compression nut 16 consists of other
shapes and sizes.

In use, the liquid-tight connector 10 is adapted to be affixed
in a liquid-tight manner in an aperture of a workpiece (not
shown in the Figures), in which a cable 100 (or other suitable
elongated member, such as a wire, cable, tube or rod) passes
through it and be locked in liquid-tight engagement, as shown
in FIG. 15. Alternatively, the cable 100 may first be installed
through the connector 10, after which the connector 10 may
be engaged in position along the cable 100 and then affixed in
an aperture and have the cable 100 engaged tightly.
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Referring to FIG. 15, as the compression nut 16 threadedly
engages and ratchets on the body 12, the conical internal
surface 86 of the dome 80 of the compression nut 16 engages
the fingers 48 of the finger/gland assembly 14 in a bearing
relationship and biases them towards the center of the central
passage 34 of the body 12. As the fingers 48 move towards the
center of the central passage, the inner walls 70 of the fingers
48 compress the outer circumferential wall 58 of the sealing
gland 46 and the sealing gland 46 collapses inwardly and
engages the cable 100 in liquid-tight engagement around its
entire circumference. The triangular-shaped surfaces 64 of
the fingers 48 further grasp the cable 100, serving as a strain
relief holding of the cable 100, and providing an additional
seal against liquid penetration. Thus, the engagement of the
sealing gland 46 and fingers 48 of the finger/gland assembly
16 against the cable 100 provide a tight, circumferential
grasping fit, strain relief, and a liquid-tight seal. Depending
upon the outer diameter of the cable 100, the fingers 48 can
reduce to a very small diameter and engage a number of
diameter sizes. The ratcheting of the compression nut 16
provides for anti-vibration protection and ensures a firm grip
on the cable 100. The use of an integral finger/gland assembly
or a co-molded finger/gland assembly allows the finger/gland
assembly to provide a tight, circumferential grasping fit,
strain relief, and liquid-tight seal around smaller-diameter
workpieces than are provided by connectors known in the
prior art.

Returning to FIG. 2, in an embodiment of the present
invention, the O-ring 18 is arranged in the O-ring groove 42
such that the O-ring 18 may form a liquid-tight seal between
the second surface 40 of the shoulder 36 and a surface of a
workpiece (not shown in the Figures), such as an cabinet or
other furnishing, with the second threaded portion 28 of the
body 12 inserted through an aperture in the workpiece. In an
embodiment, the body 12 is provided without the groove 42,
but includes an O-ring 18 arranged such that the O-ring 18
may be compressed between the second surface 40 of the
shoulder 36 and the surface of the workpiece to form the
liquid-tight seal. In an embodiment, the O-ring groove 42 and
the O-ring 18 are not provided, such that the second surface
50 of the shoulder 36 contacts the surface of the workpiece. In
an embodiment as discussed hereinbelow, a liquid-tight seal
is provided by a sealing element other than an O-ring 18 that
is capable of forming a liquid-tight seal between the second
surface 40 of the shoulder 36 and a surface of a workpiece.
One such sealing element may be a gasket of a type described
in more detail hereinbelow.

FIGS. 16-18 illustrate a sealing element 110 in the exem-
plary form of a gasket 110 suitable for employment in a
second embodiment of a liquid-tight connector according to a
second embodiment of the present invention. The gasket 110
may be made of one or more of a soft elastomeric material, a
thermoplastic elastomer, a soft metal, or other deformable
material. The gasket 110 includes a gasket body 112 having
an annular shape, a substantially flat upper surface 114, a
substantially flat lower surface 116, an annular outer surface
118 extending from the upper surface 114 to the lower surface
116, and an annular inner surface 120 opposite the outer
surface 118 and extending from the upper surface 114 to the
lower surface 116. The upper surface 114 has a first outer
annular ridge 122 near the outer surface 118 and extending
away from the upper surface 114, and a first inner annular
ridge 124 near the inner surface 120 and extending away from
the upper surface 114. The lower surface 116 has a second
outer annular ridge 126 near the outer surface 118 and extend-
ing away from the lower surface 116, and a second inner
annular ridge 128 near the inner surface 120 and extending
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away from the lower surface 116. The gasket 110 is provided
with a plurality of retaining tabs 130 that are integral with the
inner surface 120 and extend away therefrom. The retaining
tabs 130 are suitable for engaging with a threaded structure
(not shown in FIGS. 16-18) such that the gasket 110 is
retained on the threaded structure.

Turning to FIGS. 19-20, the fluid-tight connector 210 illus-
trated therein has numerous components and features that are
the same or substantially the same as the components of the
fluid-tight connector 10 that are discussed above in relation to
FIGS. 1-15. Reference numbers for such components and
features have been incremented by 200 when shown in FIGS.
19-20 relative to the reference numbers for the corresponding
components and features shown in FIGS. 1-15. Such compo-
nents and features shown in FIGS. 19-20 should be consid-
ered to be the same as described with respect to FIGS. 1-15,
unless indicated otherwise hereinbelow. Further, the fluid-
tight connector 210 should be considered to operate in the
same manner as the fluid tight connector 10, unless indicated
otherwise hereinbelow.

Continuing with FIGS. 19-20, and comparing them with
FIGS. 1-2, the second side 40 of the shoulder 36 of connector
10 shown in FIGS. 1-2 is provided with a groove 42 for an
O-ring 18. In contrast, and referring to FIGS. 19-20, no
groove is provided at the second side 240 of the shoulder 236
of connector 210. Instead of an O-ring 18 (see FIGS. 1-2), the
gasket 110 is provided as a sealing element at the second side
240 of the shoulder 236 (see FIGS. 19-20). Referring to FIG.
20, the gasket 110 is placed on the second threaded portion
228 of the body 212 with its first outer annular ridge 122 and
first inner annular ridge 124 in contact with the second side
240 of the shoulder 236 and its retaining tabs 130 engaging
one or more of the plurality of external threads 230 such that
the gasket 110 is retained on the second threaded portion 228.
When positioned in the described manner, the gasket 110 may
form a liquid-tight seal between the second surface 240 of the
shoulder 236 and a surface of a workpiece (not shown in the
Figures), such as an cabinet or other furnishing, with the
second threaded portion 228 of the body 212 inserted through
an aperture in the workpiece. Such an arrangement can also
create and maintain a liquid-tight seal between surfaces that
are not completely smooth, which might not be readily cre-
ated or maintained using an O-ring of connector 10.

In some embodiments of the present invention, a gasket
may be employed that has more or fewer annular ridges than
the gasket 110, but otherwise has the same features as gasket
110. In some embodiments, the gasket may have no annular
ridges. In some embodiments, a gasket may be employed that
has more or fewer retaining tabs than the gasket 110. In some
embodiments, the gasket may have no retaining tabs. In some
embodiments, the gasket may be an annular gasket of any
type known in the art that is capable of forming a seal between
two surfaces when compressed between the two surfaces.

It will be understood that the embodiments of the invention
described herein are merely exemplary and that a person
skilled in the art may make many variations and modifications
without departing from the spirit and scope of the invention.
For instance, all such variations and modifications, in addi-
tion to those described above, are intended to be included
within the scope of the invention, as embodied in the claims
appended hereto.

I claim:

1. An assembly for providing a water-tight seal around an
elongated object, said assembly comprising:

asealing gland having a pair of ends opposite each other, an

internal opening extending from one of said pair of ends
to the other of said pair of ends, a bevel formed at said
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one end of said sealing gland, a base portion formed at
said other end of said sealing gland, an outer circumfer-
ential wall extending from said base portion to said one
end of said sealing gland, and an annular flange sur-
rounding said outer circumferential wall and extending
from said base portion toward said one end of said seal-
ing gland such that said annular flange, said outer cir-
cumferential wall and said base portion define a trough,
said annular flange having a distal end that is distal from
said base portion; and

a plurality of resilient, elongated fingers extending from

said trough toward said one end of said sealing gland,
each finger having a first end and a second end opposite
said first end, each of said second ends being seated in
said trough such that each of said second ends of said
fingers engage said outer circumferential wall, said
annular flange, and said base portion, wherein said sec-
ond ends of said fingers are restrained by said outer
circumferential wall, said annular flange, and said base
portion.

2. The assembly of claim 1, wherein said sealing gland and
said second ends of said fingers are integral with one another.

3. The assembly of claim 1, wherein said sealing gland and
said second ends of said fingers are co-molded with one
another.

4. The assembly of claim 1, wherein said sealing gland
includes a first material and said fingers include a second
material, said first material having a greater elasticity than
said second material.

5. The assembly of claim 1, wherein each of said second
ends of said fingers has a notched portion seated on said distal
end of said annular flange of said sealing gland.

6. The assembly of claim 1, wherein each finger of said
plurality of fingers includes an inner wall facing said sealing
gland that is engages said outer circumferential wall of said
sealing gland.

7. The assembly of claim 6, wherein said first ends of said
fingers have upper notched portions formed proximate to said
first ends of said fingers and within said inner walls thereof,
said first ends of said fingers extending over said one end of
said sealing gland such that said upper notched portions of
said fingers engage said bevel of said sealing gland and cradle
said sealing gland.

8. The assembly of claim 7, wherein said fingers have
triangular-shaped surfaces at their first ends.

9. A liquid-tight connector, comprising:

an assembly having a sealing gland and a plurality of

resilient elongated fingers, said sealing gland having a
pair of ends opposite each other, an internal opening
extending from one of said pair of ends to the other of
said pair of ends, a bevel formed at said one end of said
sealing gland, a base portion formed at said other end of
said sealing gland, an outer circumferential wall extend-
ing from said base portion to said one end of said sealing
gland, and an annular flange surrounding said outer cir-
cumferential wall and extending from said base portion
toward said one end of said sealing gland such that said
annular flange, said outer circumferential wall and said
base portion define a trough, said annular flange having
a distal end that is distal that is distal said base portion,
each of said plurality of fingers having a first end and a
second end opposite said first end, said plurality of fin-
gers extending from said trough toward said one end of
said sealing gland, each of said second ends being seated
in said trough such that each of said second ends of said
fingers engage said outer circumferential wall, said
annular flange, and said base portion, wherein said sec-
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ond ends of said fingers are restrained by said outer
circumferential wall, said annular flange, and said base
portion;

a cylindrical body having a first end of said body and a
second end of said body opposite said first end of said
body, an outwardly-extending external annular shoulder
located at a position between said first and second ends
of said body and having a first surface facing said first
end of said body and a second surface opposite said first
surface, a first threaded portion having a first plurality of
external threads extending from said first end of said
body toward said shoulder, an annular pocket within said
first threaded portion and at said first end of said body,
and a centrally-located passage of said body extending
from said first end of said body to said second end of said
body and opening to said annular pocket, said centrally-
located passage of said body being adapted to receive the
elongated workpiece therein, said annular pocket
adapted to receive said collet-type assembly and having
said collet-type assembly therein with said internal
opening of said sealing gland substantially aligned with
said centrally-located passage of said body; and

acompression nut including a first end of said compression
nut, a second end of said compression nut opposite said
first end of said compression nut, a nut body, a dome
extending from said nut body to said second end of said
compression nut, an opening extending from said first
end of said compression nut to said second end of said
compression nut and defining an interior portion of said
compression nut, said interior portion having a coni-
cally-shaped internal surface extending from said dome
and widening toward said second end of said compres-
sion nut, and a plurality of internal threads extending
from said second end toward said conically-shaped
internal surface, said plurality of internal threads being
arranged to engage threadedly with said first plurality of
external threads of said first threaded portion of said
body.

10. The liquid-tight connector of claim 9, wherein said
sealing gland and said second ends of said fingers are integral
with one another.

11. The liquid-tight connector of claim 9, wherein said
sealing gland and said second ends of said fingers are co-
molded with one another.

12. The liquid-tight connector of claim 9, wherein said
sealing gland includes a first material and said fingers include
a second material, said first material having a greater elastic-
ity than said second material.

13. The liquid-tight connector of claim 12, wherein each of
said second ends of said fingers has a notched portion seated
on said annular flange of said sealing gland.

14. The liquid-tight connector of claim 12, wherein each
finger of said plurality of fingers includes an inner wall facing
said sealing gland that is juxtaposed with and engages said
outer circumferential wall of said sealing gland.

15. The liquid-tight connector of claim 14, wherein said
first ends of said fingers have upper notched portions formed
proximate to said first ends of said fingers and within said
inner walls thereof| said first ends of said fingers extending
over said one end of said sealing gland such that said upper
notched portions of said fingers engage said bevel of said
sealing gland and cradle said sealing gland.

16. The liquid-tight connector of claim 15, wherein said
fingers have triangular-shaped surfaces at their first ends.

17. A liquid-tight connector, comprising:

an assembly having a sealing gland and a plurality of
resilient elongated fingers, said sealing gland having a
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pair of ends opposite each other, an internal opening
extending from one of said pair of ends to the other of
said pair of ends, a bevel formed at said one end of said
sealing gland, a base portion formed at said other end of
said sealing gland, an outer circumferential wall extend-
ing from said base portion to said one end of said sealing
gland, and an annular flange surrounding said outer cir-
cumferential wall and extending from said base portion
toward said one end of said sealing gland such that said
annular flange, said outer circumferential wall and said
base portion define a trough, each of said plurality of
fingers having a first end and a second end opposite said
first end, said plurality of fingers extending from said
trough toward said one end of said sealing gland, each of
said second ends being seated in said trough such that
each of said second ends of said fingers engage said
outer circumferential wall, said annular flange, and said
base portion, and are restrained by said outer circumfer-
ential wall, said annular flange, and said base portion,
said annular flange having a distal surface at an end of
said annular flange that is distal from said base;

a cylindrical body having a first end of said body and a
second end of said body opposite said first end of said
body, an outwardly-extending external annular shoulder
located at a position between said first and second ends
of said body and having a first surface facing said first
end of said body and a second surface opposite said first
surface, a first threaded portion having a first plurality of
external threads extending from said first end of said
body toward said shoulder, an annular pocket within said
first threaded portion and at said first end of said body, a
centrally-located passage of said body extending from
said first end of'said body to said second end of'said body
and opening to said annular pocket, and an annular
groove for receiving an annular sealing element, said
annular groove located in said second end of said shoul-
der around said centrally-located passage, said cen-
trally-located passage of said body being adapted to
receive the elongated workpiece therein, said annular
pocket adapted to receive said collet-type assembly and
having said collet-type assembly therein with said inter-
nal opening of said sealing gland substantially aligned
with said centrally-located passage of said body; and

a compression nut including a first end of said compression
nut, a second end of said compression nut opposite said
first end of said compression nut, a nut body, a dome
extending from said nut body to said second end of said
compression nut, an opening extending from said first
end of said compression nut to said second end of said
compression nut and defining an interior portion of said
compression nut, said interior portion having a coni-
cally-shaped internal surface extending from said dome
and widening toward said second end of said compres-
sion nut, and a plurality of internal threads extending
from said second end toward said conically-shaped
internal surface, said plurality of internal threads being
arranged to engage threadedly with said first plurality of
external threads of said first threaded portion of said
body.

18. A liquid-tight connector, comprising:

an assembly having a sealing gland and a plurality of
resilient elongated fingers, said sealing gland having a
pair of ends opposite each other, an internal opening
extending from one of said pair of ends to the other of
said pair of ends, a bevel formed at said one end of said
sealing gland, a base portion formed at said other end of
said sealing gland, an outer circumferential wall extend-
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ing from said base portion to said one end of said sealing
gland and an annular flange surrounding said outer cir-
cumferential wall and extending from said base portion
toward said one end of said sealing gland such that said
annular flange, said outer circumferential wall and said
base portion define a trough, each of said plurality of
fingers having a first end and a second end opposite said
first end, said plurality of fingers extending from said
trough toward said one end of said sealing gland, each of

5

said second ends being seated in said trough such that 10

each of said second ends of said fingers engage said
outer circumferential wall, said annular flange, and said
base portion, and are restrained by said outer circumfer-
ential wall, said annular flange, and said base portion,
said annular flange having a distal surface at an end of
said annular flange that is distal from said base;

a cylindrical body having a first end of said body and a

second end of said body opposite said first end of said
body, an outwardly-extending external annular shoulder

15
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trally-located passage and engaged with said second
plurality of external threads, said centrally-located pas-
sage of said body being adapted to receive the elongated
workpiece therein, said annular pocket adapted to
receive said collet-type assembly and having said collet-
type assembly therein with said internal opening of said
sealing gland substantially aligned with said centrally-
located passage of said body; and

a compression nut including a first end of said compression

nut, a second end of said compression nut opposite said
first end of said compression nut, a nut body, a dome
extending from said nut body to said second end of said
compression nut, an opening extending from said first
end of said compression nut to said second end of said
compression nut and defining an interior portion of said
compression nut, said interior portion having a coni-
cally-shaped internal surface extending from said dome
and widening toward said second end of said compres-
sion nut, and a plurality of internal threads extending

located at a position between said first and second ends 20 : . .

of said body and having a first surface facing said first from said second .end tovyard S.ald comcally-shaped
end of said body and a second surface opposite said first internal surface, said plurality Of 1nter.na1 threads l?elng
surface, a first threaded portion having a first plurality of arranged to engage thre.:adedly with said first Plurahty .Of
external threads extending from said first end of said external threads of said first threaded portion of said
body toward said shoulder, a second threaded portion 25 body.

19. The assembly of claim 1, wherein each of said fingers
has a flexing point proximal to said second end of said finger
and said distal end of said annular flange.

20. The assembly of claim 5, wherein each of said fingers
has a flexing point proximal to said notched portion of said
finger.

having a second plurality of external threads extending
from said second end of said body toward said shoulder,
an annular pocket within said first threaded portion and
at said first end of said body, a centrally-located passage
of'said body extending from said first end of said body to 30
said second end of said body and opening to said annular
pocket, and an annular sealing element around said cen- L



